
SPECIFICATIONS

Specification Details

Ladder Type Retractable (Extended Reach)

Switch Actuation Method Extension-Activated

Pit Depth Range 4’ – 10’

Rung Width Options 16”, 12”; 9” custom

Top Option Full Rung Top (4’ above sill) or Open Top

Extended Reach Options 24”

Retracted 3-3/4” from wall

Full Rung Top and 16” rung width required to meet ASME A17.1-2022 / 
CSA B44:22 compliance.

EXTRA EXTENDED
RETRACTA LADDER®

Retractable Elevator Pit Ladder with Extended Reach for Improved Access
Retractable pit ladder designed for applications where standard reach is insuff icient. 
Extends further from the wall to improve access and safety while maintaining a compact 
retracted profile. Meets ASME A17.1-2022 / CSA B44:22 when specif ied with Full Rung Top 
and 16” wide rungs.
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KEY FEATURES
•  Extended reach design (24”) for improved access
•  2022 code-compliant with Full Rung Top + 16” rungs
•  Mechanically secures in both positions per code requirements
•  Compact retracted profi le (3-3/4”)
•  Slip resistant, self-cleaning Traction Tread rungs
•  Solves 39” Rule A17.1/B44, 2.2.4.6(c) for maximum distance 
   between ladder and means to unlock pit access door
•  Reversible design with mounting provisions for micro switch 
   and pull pin assembly on either side
•  Modular construction for reduced shipping costs
•  OSHA Safety Yellow powder coat
•  Made in the USA

Operation
•  Gas spring assist (< 30 lbf operating force)
•  Pull pin locking mechanism
•  Pull Pin Pole™ for  extended reach 
   operation

Electrical Safety Device
•  Prevents elevator operation when extended
•  Normally Closed (NC) contact, positive break

ADDITIONAL DETAILS - Can be paired with stationary or SmartLadder™ for deep pit applications
- California CL #E-10-02 compliant for alterations

Retractable Elevator Pit Ladder with Extended Reach for Improved Access

Extends further from the wall to improve access and safety while maintaining a compact 
retracted profile. Meets ASME A17.1-2022 / CSA B44:22 when specif ied with Full Rung Top 


