
SMARTLADDER™

Code-Compliant Elevator Pit Ladder with Integrated Safety Switch
Non-retractable pit ladder designed to meet ASME A17.1-2022 / CSA B44:22 requirements. A weight-activated 
switch removes power from the elevator when the ladder is in use for improved technician safety.

KEY FEATURES
•  Meets ASME A17.1-2022 / CSA B44:22 requirements & A17.1 Standards 
   Committee published interpretation number 23-2252
•  Slip resistant, self-cleaning Traction Tread rungs
•  Full Rung Top (4’ above sill)
•  Right hand provided, easily fi eld reversible
•  Modular construction for reduced shipping costs
•  OSHA Safety Yellow powder coat
•  Made in the USA

CONFIGURATION
Electrical Device Options (Normally Closed (NC) contact, positive break)
•  Latching Switch (Default): Manual reset; protects while on ladder and in pit
   (Not available for seismic installations)
•  Momentary Switch: Active only while ladder is in use
   (no protection while working in pit)

SPECIFICATIONS

Specification Details

Ladder Type Non-retractable

Switch Actuation Method Weight-Activated Sensor

Activation Threshold > 9 kg (20 lb)

Pit Depth Range 4’ – 13’

Rung Width 16” 

Top Option Full Rung Top

Adjustable Removable weights included

ADDITIONAL DETAILS
Compatible with Divider Beam Kit™
Can be paired with Retracta Ladder® for deep pit applications
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